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OSMO ANTISCAL 1

(FLOCON 100)

CONTINUOUS TREATMENT AGAINST SCALING

Approved by EPA (U.S. ENVIRONMENTAL PROTECTION AGENCY) for use in 
REVERSE OSMOSIS PLANTS for DRINKING WATER PRODUCTION.

DESCRIPTION:

Polymer based liquid product designed to inhibit scaling in REVERSE OSMOSIS 
drinking water systems. Extremely effective against CALCIUM CARBONATE, 
CALCIUM SULFATE, BARIUM SULFATE and STRONTIUM SULFATE 
SCALING.

NON-CORROSIVE, SAFE TO USE AND INEXPENSIVE because it is used in 
low dosage. Stable in water solution and effective in a wide pH and temperature 
range.

No adhesion to CELLULOSE and SPIRAL POLYAMIDE membranes. Contains 
no phosphates, therefore no sewage water pollution.

Scale producing carbonates and sulfates are kept in a solution above their usual 
solubility.

BENEFITS:

- Extremely effective against CALCIUM CARBONATE, CALCIUM SULFATE, 
BARIUM SULFATE AND STRONTIUM SULFATE even when applied in low 
dosages.

- Liquid, easy to handle, non-toxic and-corrosive.

- Stable product, no difficult mixing is required before use.
  For use in a wide pH and TEMPERATURE range.

DOSAGES:

ANTISCAL 1 has proved to be much more effective than SODIUM-
HEXAMETAPHOSPHATES or commercial PHOSPHATES. This means that the 
membranes of REVERSE OSMOSIS SYSTEMS are better protected against 
sulfate and carbonate clogging even during system malfunctioning or power 
failure.

The product dosage depends on salinity. As a general rule, the following 
dosages are recommended:

SEA WATER: 10 PPM (10 grams every ton of sucked water) BRACKISH 
WATER: 5 PPM (5 grams every ton of sucked water)

FOR TREATMENT OF REVERSE 
OSMOSIS DRINKING WATER SYSTEMS 
AND DESALINATION PLANTS - 
TOTALLY BIODEGRADABLE AND NON-
TOXIC.

PRODUCT CHARACTERISTICS:

Colour: light yellow fluid

Viscosity:  15 Cps

Weight: 1.15 kg per litre

pH: 2.5-4

Frezeing Point: 0° to - 5° C

The product can be diluted with water.

OSMO ANTISCAL 1 (FLOCON 100)




